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. APPLY GALVANIZING REPAIR COMPOUND,

FENCE SHALL BE 9 GAGE CHAIN LINK ZINC COATED TWO INCH SECURITY FENCE.

CAST 4" DIA. GALVANIZED SLEEVE IN THE PARAPET. ALLOW NON-SHRINK GROUT
TO CURE FOR THREE DAYS BEFORE FENCE FABRIC IS INSTALLED.

IN ACCORDANCE WITH GEORGIA DOT

SPECIFICATION 645, TO ENDS OF 4" DIA. GALVANIZED SLEEVES.

. PROVIDE EXPANSION SLEEVE FOR ALL RAILS TO MATCH SUPERSTRUCTURE JOINTS.

. FOR POST SPACING, SEE BRIDGE SHEET 4.

. FOR FURTHER DETAILS,; SEE GEORGIA DOT SPECIFICATIONS SECTIONS 643 AND 894.
. FASTEN FABRIC TO POSTS AT INTERVALS NOT GREATER THAN

14",

ZINC COATED FENCE —

230}
TS

ZINC COATED FENCE
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L4 DIA.,
PIPE ZINC
COATED

1RUSS BRACING <—2/," DIA. PIPE, TYP.

USE DOUBLE CHAMFER “V” GROOVES-N
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CONST. JOINT DETAIL AT
SIDEWALK AND PARAPET

CE TRANSVERSE SIDEWALK MARKINGS ON

SIDEWALK SPACED AT 5'-0"t.

PROVIDE A MIN. OF 6 MIL.

POLYETHYLENE BOND BREAKER
WITH 3"CL. FROM GUTTERLINE,
OR JOINTS.

SEE CURB FACE DETAIL

8" '-6" 8" GA.| NHSTP-0075-03(203)| 25+ | 6o+
-~ > <~ ¢ REQ'D. CONST. JOINT
5068 AT 38”'1'7 NV R Y RN W]
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"R Y SEE DETAIL “A” — 4" CL.
A 4 : 4" MIN. CL. / *—\@ J .
s 1 S06A | A
o| 75057 /[ AT 18" 2" | ETOP OF BEAM B9/ & 2300 SILICONE SEALANT
v 7/ — Y PSS S O S e N— U N I S e E TYPE JOINT SEALER
A 7 % : __HIC 2-507 | 4 (TYPE B, C OR D)
° [ = \ : ¥
o) 275034 o —}q ' ROUND
/ /2" CL., TYP. 4-407 /2" CL. R e TO '/a"R
2" CL. 3 SIDES == == 3/ " / /a \
% SIDES £-300 408A | %" @ A325 BOLT WITH 3”MIN. le REQUIRED |
P | EMBEDMENT. INSTALL WITH | CONST. JOINT., TYP.
- = APPROVED EPOXY ADHESIVE.
3-504A AT ; o o |
END OF BEAM . " BIA / \ i / GALVANIZED PIPE STRAP SPACED “
PLAIN BAR I-80I i 2-508 | AT 10’-0"0.C. ANVIL FIG. 262, AAA DETAIL "A
55048 AT |8” 4 802 L | ¢ 2”0 ATMS TECHNOLOGIES FIG. 648, OR EQUAL.
5- * 2-509B 405A —— CONDUIT
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/ ¥ Sl bt
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- V/
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3 | BEARING PAD : * 1/ " PREFORMED ~_ CROSS SLO
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SEE SECTION 530 = JOINT FILLER |
OF THE GEORGIA Y70 T s 2"R
DOT SPECIFICATIONS —~ /
SLAB REINFORCEMENT NOT SHOWN SLAB REINFORCEMENT NOT SHOWN SLAB REINFORCEMENT NOT SHOWN x
SECTION AT ENDWALL SECTION THRU DIAPHRAGM SECTION THRU EDGE BEAM L

CURB FACE DETAIL

PLACE TRANSVERSE MARKINGS SPACED AT 5'-0"+%.

COST OF BOND BREAKER AND EPOXY ADHESIVE TO BE
INCLUDED IN PRICE BID FOR SUPERSTRUCTURE ITEMS.
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41_011

400C AT 12"
‘ '4“_4___ 8//

w SN

e s 2-409A, 8”"LONG AT
"\f" 4'-0"MAX. SP. AN
DRILL ¥;” @ HOLES, 4”"DEEP FOR

DOWEL BARS. 74" @ HOLES SHALL
BE FILLED WITH EPOXY ADHESIVE

AFTER BARS ARE INSERTED.

CONCRETE MEDIAN DETAILS

AT END OR PULL
TENSION BAR fm INCLUDE COST OF BOND BREAKER AND EPOXY ADHESIVE
BANDS AT 12" <— POST VERT. 1 IN PRICE BID FOR SUPERSTRUCTURE ITEMS.
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